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[ BycTOpOHHAA Knenkana neHta PLIOBANDE

-
PLIO®

PLIO-15/ PLIO-30

Material: base: rigid PVC
lid: rigid PVC transparent
label: white cardboard (included)
Colour of the base: grey (RAL 7030) - white (RAL 9010)
Operating temperatures: -5 to +65°C
Fixing: by screw, glue or double sided adhesive tape
(temporally)
Packaging: 20 lengths of 1 meter

Applications: for marking cabinets, machines, panels, etc.

PLIO label holders can also be used with support SES on cable trunking
(page C3/6-01).
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B_
artile number length  width of thelid ~ width of the  height @
type grey white mm A (mm) label (mm) B (mm) A
PLIO-15 (1290010 000 01290010082 1000 16 14 53 20
PLIO-30 01290020000 01290020082 1000 31,5 29 56 | 20 B
PLIOBANDE

Marepuan: OcHoBaHue: 6ymara cred,. HasH. @

HanpaBMTenb: 6ymara C CUIMKOHOBbIM
NnoKpbITUEM

Kneit: MOoANDULMPOBAHHbIN
aKpPMOBbIN
TonwwmHa: +/-0,12 mm
Pabouaa Temnepartypa: -40 ... +120°C

MpumeHeHue: KpenneHune aepateneit sTukeTok PLIO-15un  PLIO-
30. NpeanaratoTca AeHTbl WupuHoit 15, 19, 30 1 50 mm (cm. cTp.

€3/1-02).

T™™Mn No mn3sa. WNPUHA, MM M
RA 9 0650 0201 000 9 50
RA 25 0650 0204 000 25 50
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